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CENTRIFUGES - [GB] single-rotor

B ‘CHARTS St ] Description Microtube Microtube Microtube PCR strips Microhematocrit Microplates
TUbe Compatlblllty Capacity 1,5/2mL 0,5 mL 0,2 mL 0,2 mL Capillary
KN KN KN EERERY '
Consult the compatibility of our cen- |
trifuges with different types of tupes | o YV l
and microtubes GBCOO1
GBC002
GBCO003
GBF0O1
GBFO03
GBFO06
GBF008
GDCO001 8 8 8 2
GDC002 8 8 8 2
GDC003 8 8 8 2
GDC004 8 8 8 2
GDCO05 8 8 8 2 12
GGCO01 24
GGC002 24
GJC002 24 36 4 24
GJCO06 12 12* 12*
GLCOO01
GLFOO1 12 or 24 36
GNCO001 4
Description Tube 15 mL Tube 10 mL Tube 10 mL Tube 5 mL Tube 5 mL Falcon type Falcon type Tube 100 mL Tube 250 mL
Capacity 16x100 mm 13x100 mm 16x80 mm 12x75 mm 13x53 mm 15 mL 50 mL 40x100 mm 60x130 mm
GBCO01 12 6
GBC002 12
GBCO003 16
GBFOO1 6 6* 6* 6
GBF003 12 12* 12
GBF006 8
GBFO08 6 6 6 6
GBFO10 12 12* 12*
GDCO01
GDCO002
GDC003
GDCO04
GDCO005
GGCOO01
GGC002
GJC002 10
GLCOO01 16 8 4
GLFOO1 12 10 6
GNCO001 48 72 24 or 32 4or8 4 4

* with aditional adapters
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m Comparative charts for centrifuges models

Code Model Adjusment Max. speed (rpm)
GBC001 2650 Analogical 4000
GBC002 2690 Analogical 5000
GBC003 2690/5 Analogical 5000
GBFOO1 2615/1 Digital 4000
GBF003 2640/12 Digital 4000
GBF006 2698 Digital 4000
GBF008 Fugelab-GB8 Digital 6500
GBF010 Fugelab-GB10

GDCO001 2507/7 7200
GDC002 2507/10 10000
GDC003 2507/15 10000
GDC004 2507/25 10000
GDC005 Fugevet 12000
GGCO01 2900 Analogical 12000
GGC002 2924 Digital 12000
GJC002 2624/2 Digital 15000
GJCO06 Digital 15000
GLCOO1 Medibas+ Digital 4000
GLFOO1 Multifrig Digital 18500
GNC001 Multibas+ Digital 5000

m GBC - Bench top, analogical “nhih

© Series 2600

1| Steel casing furnance-painting.

2| Angular rotor.

3| Elastic rotor suspension with brushes.
4| Safety lid device.

Code GBCO001 GBC002 GBCO003
Model 2650 2690 2690/5
Capacity 12x15mL 12x15mL 16x5mL
Working mode Continuous o timer

Timer (min) 1-30 1-30 1-30
Speed range (rpm) 500-4000 500-5000 500-5000
Adjusment de la velocidad In steps of 500 rpm

RCF max. (g) 2147 3130 3130
Dimensions approx. (cm) 29x36x27 41x38x38 41x38x38
Weight approx. (Kg) 15 15 15

m GBF - Bench top, digitals Enal%iiag

© Series 2615/1

1| Steel casing furnance-painting.
2| Angular rotor.

3| Elastic suspension motor.

4| Lid safety device.

Code GBF0O01

Capacity 6x15mL

Timer (min) 1-59

Speed range (rpm) 1000-4000 (steps of 500)
RCF max. (g) 1790

Dimensions approx. (cm) 28x28x25

Weight approx. (Kg) 3
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[GB] single rotor - CENTRIFUGES

Max. RCF(xg)

2147
3130
3130
1790
2432
2000
3684

3260
5610
5610
5610
5610
15300
15300
20375
15596
2790
25330
4980

page
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CENTRIFUGES - [GB] single-rotor

O Series 2640 ‘ECO’

e

page
[100]

O Series 2600

O Fugelab - GB0O8

| O | GBF - Bench top, digital knhih

1| External body made of hight quality ABS plastic with steel base and sucking feet.

2| Angular rotor.
3| LED display .

4| Motor de suspension elastica, con escobillas.
5] Electromagnetic safety and system of emergency lid opening in case of block due

to accidental power failure.

6| Possibility of programming speed (rpm) or RCF (g).

Code GBF003

Model 2640/12

Capacity 12x15mL

Timer 1-99min / continuous mode / short spin
Speed range (rpm) 200-4000 (steps of 10)

RCF max. (g) 2432

Dimensions approx. (cm) 38x31x29

Weight approx. (Kg) 13

1| Steel casing furnance-painting.

2| Angular rotor

3| Safety switch that avoids centrifugation if the lid is open and that automatically
stops operation in case of opening the lid.

Code GBF006

Model 2698

Capacity 8x15mL

Timer (min) 1-99

Speed range (rpm) 100-4000
Adjusment de la velocidad (steps of 100 rpm)
RCF max. (g) 2000

Dimensions approx. (cm) 32x32x28

Weight approx. (Kg) 15

1| Digital display (LED) with time and speed indicators..

2| Possibility of setting speed or RCF..

3| Sound alarm at the end of operation and automatic lid opening.

4| Metallic and autoclavable angle rotor and tube holders.

5| Robust metal base and ABS plastic case. Metal lid with ABS cover..
6| Lid safety device with electromagnetic lock.

7| Maintenance-free induction motor.

Code
Head
Max. capacity.

Speed range

RCF max.

Timer

Acceleration time
Deceleration time
Dimensions (LxAxH)
Weight

Powe supply
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GBF008

Angular (angle of 25°)

8 x 15/20 mL (tubes @ 18 mm x L 90-120 mm)
8 adapters (tubes @ 13 mm x L 75-100 mm)
8 adapters (tubes @ 13 mm x L 55-75 mm)
500 - 6500 rpm (steps of 100)

3684 g

1-30 min; mode continuous

25 seconds

39 seconds

260x244x203 mm

4 Kg

100-230 VAC, 50/60 Hz



[GB] single rotor - CENTRIFUGES

| O | GBF - Bench top, digital “nhitn

© Centrifuga angular digital Fugelab - GB10

1| Case and lid with metal base. Plastic rotor and tube holders.

2| Possibility of setting rpm or FCR.

3| Memory of the last program run.

4| Short spin function.

5| Sound alarm and automatic lid opening at the end of operation.

6| Emergency lid opening system in case of power failure.

7| Lid safety device with double lock (mechanic and electromagnetic locks).
8| Maintenance-free induction motor.

Code GBFO10

Rotor Fixed-angle

Max. capacity 12x15 mL

Speed range 100- 4000 rpm (steps of 10)

Max. RCF 1770 g (steps of 10)

Timer 1-99 min

Dimensions (LxWxH) 485x375x290mm page
Weight 16 kg [101]
Power 230V AC, 50Hz

Noise (maximum speed) <65dB(A)

m GBK - Accessories

© CHART 1: ‘Single-rotor accesories 2615/1 - 2640 - 2650 - 2690 - 2690/5 - 2698/5 - 2698’

Code Description Model
2615/1 2640 2650 2690 2690/5 2698

GBKOO1  Set of accessories I:l
6 tube holders for 15 mL tubes
6 rubber cushions and 1 fuse

GBK002  Adapter tubes 10 mL |:|
Dimensions: 13x100 mm

GBKO03  Adapter tubes 5 - 7 mL |:|
GBKOO4  Brushes I:l
GBKOO5  Plastic tube holder I:l
GBKOO6  Adapter for 5 ml tubes I:l

Dimentiosn: 12x75 mm

GBKOO7  Pair of brush for centrifuges I:l

m = Accesories incluided with indicated item D = Accesories compatible with indicated item
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CENTRIFUGES - [GB] single-rotor - [GD] minicentrifuges

ﬂ GBK - Accessories "nhil:n

© CHART 1: ‘Single-rotor accesories 2615/1 - 2640 - 2650 - 2690 - 2690/5 - 2698/5 - 2698’

Code Description Model
2615/1 2640 2650 2690 2690/5 2698/5 2698
E GBKOO8  Brushes I:l I:l I:l
l GBKO09  Alluminiun tube holder 15 mL D
GBKO10  Aluminium holder tubes 5 mL |:| |:|
page
[102]
. GBKO11  Rubber ferrule for tubes 16x100 I:l I:l
. GBKO12  Rubber ferrule for tubes 12x75 I:l I:l
m = Accesories incluided with indicated item D = Accesories compatible with indicated item

m GDC - Minicentrifuges "nhil:n

© Series 2507

1| VEry useful in PCR, sample preparation for HPLC and microfiltration.

2| Included angle rotor with adapters abd strip rotor.

3| Rotors can be changed easily and quickly without using a key.

4| Interruptor de seguridad en tapa que detiene el rotor en caso de apertura.

5| Very silent and stable thanks to their suction pads.

6| Switched source 85-240V, 50/60Hz, except model 2507/25 suitable for car

(DC12V).
Code GDCO01 GDCO002 GDCO003 GDC0O04
Model 2507/7 2507/11 2507/15  2507/25 (car)
Capacity
Angular rotor 8x1,5/2mL
8x0,5mL*
8x0,2mL*
Strip rotor 2 strips of 8x0.2 mL
Speed (rpm) 7200 10000 4000/7000/10000
RCF max. (g) 3260 5610 990/2910/5610
Dimensions aprox. (cm) 16x18x13
Weight approx. (Kg) 0.8

* Using the included adapters
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[GG] Microhematocrit - [GD] minicentrifuges - CENTRIFUGES

m GDC - Minicentrifuges “nhil:n

O Fugevet model

1| Designed for the veterinary sector.

2| With 1 rotor for microhematocrit tubes, 1 angle rotor with adapters and 1 stripes
rotor.

3] 'Click system' to change rotors.

4| Lid safety system that stops the rotor when open.

5| Silent and stable thanks to its suction feet.

6| Power supply 85-240 V, 50/60 Hz.

Code GDC005

Capacity Rotor for 12 microhematocrit tubes
Rotor for 8 microtubes: 8x1.5/2 mL, 8x0.5 mL*, 8x0.2 mL*
Rotor for 4 cryotubes:: 4x5 mL, 4x1.8 mL*
Stripes rotor (8x0.2 mL)

Speed 4000/7000/12000 rpm
RCF 990/ 2910/ 5610 g
Dimensions aprox. 155 x 175 x 125 mm
Weight approx. +0,8 Kg

Powe supply AC 85-240V, 50/60Hz

* Using the included adapters

m GDF - Accessories “nhil:n

© CHART 2: ‘Minicentrifuges accessories 2507/7 - 2507/10 - 2507/15 - 2507/25 - Fugevet’

Code Capacity Model
2507/7 2507/11  2507/15 2507/25 Fugevet

. ' GDFOO1  Adapter for microtubes 0.2 mL II‘ IIl IIl IIl IIl

. ‘ GDF002  Adapter for microtubes 0.5 mL |I| |I| |I| |I| |I|

m = Accesories incluided with indicated item D = Accesories compatible with indicated item

m GGC - Microhematocrit, bench top “nhitn

O Models 2900 and 2924

1| Microhaematocrit rotor with numerated positions to identify samples easily.
2| Security switch to avoid centrifue operation when safety-lid is open.
3| Maitenance-free induction motor (model 2924).

Code GGCO01 GGC002
Control Analogical Digital
Capacity 24 capillary

Timer (min) 1-10 1-99
Speed range (rpm) 500 - 12000 (steps of 100)

RCF max. (g) 15300

Dimensions approx. (cm) 31x31x27 27x27x20
Weight approx. (Kg) 15 12
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CENTRIFUGES - [GG] microhematocrit - [GJ] for microtubes

ﬂ GGF - Accessories “nhil:n

© CHART 3: ‘Microhematocrit accessories 2900 - 2924’

Code Description Model
2900 2924

GGFO01 Brushes I:l I:l

GGF002  Silicone joint for centrifuge I:l I:l

AN

m = Accesories incluided with indicated item D = Accesories compatible with indicated item

page
[104] m GJC - For microtubes, bench top

O Model 2624/2 '.!nal'giltg

1| Furnace painted steel casing and base. The lid is equipped with suspension mecha-
nisms.

2| Multiple optional rotors, agular and for microhematocrit

3| LED display and y selector mono-mando.

4] It"s induction motor without brushes makes this equipment free of periodic maintenance.
5| The lid is equipped with suspension mechanisms to avoid accidents during the
centrifuge loaded or emptied.

3 Code GJC002
Timer 1-99s / 1-99min / Short spins
Speed range (rpm) 100-15000 (steps of 10)*
RCF max. (g) 20375 g*
Capacity check available rotors
Dimensions approx. (cm) 36x28x26
Weight approx. (kg) 15

* Refer to rotor chart
© Digital centrifuge for microtubes, HiFuge-GJ6 EHHI'BI;[B
ue

1| Large backlit LCD display

2| Fixed angle rotor made of high strength plastic

3| Possibility of setting speed or RCF. Short spin function
4| Max. capacity 12 microtubes of 2/1.5 mL

5| Overspeed protection system

6| Maintenance-free brushless motor

Reference GJCO06

Rotor Fixed-angle rotor with lid

Speed range 500-15000 rpm (steps of 100 rpm)
Max. RCF 15100 xg

Timer 30 sec — 99 min/Continuous mode
Max. capacity 12 x2/1.5 mL

Acceleration/Braking time 11 sec/ 9 sec

Dimensions 255x245x140 mm

Weight 4.6 Kg

Power 110-240V, 50-60Hz
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[GLI universal - [GJ] for microtubes - CENTRIFUGES

m GJK - Accessories, rotors "nhitn

© TABLA 4: ‘Accessories for microtubes centrifuge 2624/2

Code Description Max. speed RCF Model
2624/2
‘ GJKOO1 24 microtubes 1.5 - 2 mL 1500 rpm 20375 ¢ I:l
- GJKO02 24 capillaries microhematocrit 12000 rpm 15455 ¢ I:l
. GJKOO3 10 tubes of 5 mL 13500 rpm 192000 g |
page
[105]
o GJKO04 32 microtubes of 0.2 mL (PCR) 14800 rpm 16200 g I:l
‘ GJKOO5 36 microtubes of 0.5 mL 14800 rpm 16200 g O
m = Accesories incluided with indicated item D = Accesories compatible with indicated item

m GLC - Universal, bench top '.'.!nal'gii'&g

O Model 2741, Medibas+

1| External case and base made of steel and inner chamber made of stainless steel.
2| LED displays for control and adjustment of the different centrifugation parameters:
and a multifunctional single button to set all parameters.

3| Supplied complete with swing-out rotor and adapters for different type of tubes;
both swing-out rotor and adapters are autoclavable.

4| Electromechanical lock to avoid opening the lid during operation and safety me-
chanism that avoids operation if the lid is open.

5| Maintenance-free induction motor.

6| Adapters code GBKOO3 are suitable for 5-7 mL tubes.

Code GLCOO01

Capacity 4 x 100mL (100x40 mm)
8 x 50mL (Falcon type)
16 x 15mL (Falcon type)

Timer (min) 1-99 / shorts spin
Speed range (rpm) 100-4000

RCF max. (g) 2630/ 2720/ 2790
Rampas aceleracion/frenado 9

Dimensions approx. (cm) 28x50x32

Weight approx. (Kg) 34,5
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CENTRIFUGES - [GL] universal

ﬂ GLF - Bench top, refrigerated "nhitn

O Model 2850, Multifrig 1| External case made of high quality ABS plastic with base made of steel and large
sucker feet .
. 2| Admite una amplia seleccién de cabezales angulares opcionales.
S n 3| Large back-lit LCD display and a multifunctional single button to set all parameters.
4| Electromechanical lock con sistema de apertura manual.

5| Protection system that stops centrifugation in case of over speed and rotor imbalance.
Over temperature protection system
6| Maintenance-free induction motor.

Code GLFOO1
I Timer 1h 59’ 59" / Shorts spin
s Speed range (rpm) 3000-18500 (steps of 100)*

Max. RCF 25330 g

Temperature range (°C) -20 a +40

Pre-cooling function Yes

Programs 10 memories

Acceleration rates 0-9 (< 35 from zero to max. speed)

page Deceleration rates 0-9 (< 30 from max. speed to zero)

[106] Dimensions approx. (cm) 61x52x37

Weight approx. (Kg) 55

* refer to rotor table

m GLH - Accessories "nhil:n

© CHART 5: ‘Multifrig, refrigerated centrifuge accessories’

Code Description Max. speed RCF Model

Multifrig
GLHOO01 12 microtubes of 1.5 -2 mL 18500 rpm 25330 g I:l
GLHO02 24 microtubes of 1.5 -2 mL 16000 rpm 23210 g I:l
GLHOO3 36 microtubes of 0.5 mL 13500 rpm 13250 g |:|
GLHO04 10 tubes of 5 mL 1600 rpm 18140 ¢g I:l
GLHOO05 12 tubes of 50 mL 13000 rpm 15120 ¢g I:l
GLHO06 6 tubes of 50 mL 12000 rpm 13750 g I:l
GLHOO7 4 tubes of 100 mL 12000 rpm 14890 g I:I

m = Accesories incluided with indicated item D = Accesories compatible with indicated item
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[GN] high capacity - CENTRIFUGES

D =5

© Modelo 2751 Multibas+

1| External case made of high quality ABS plastic with base made of steel .

2| Available different angle rotors (not included) with different capacity and for dif-
ferent type of tubes.

3| Large back-lit LCD display and a multifunctional single button to set all parameters.
4| Electromechanical lock to avoid opening the lid during operation and safety me-
chanism that avoids operation if the lid is open.

5| Maintenance-free induction motor.

Code GNCO001

Timer 1h 59’ 59” / Short spin

Speed range (rpm) 100-5000*

RCF max. (g) 4980*

Programs 9 memories

Acceleration rates 0-9 (<35s from zero to max. speed)

Deceleration rates 0-9 (<30s from max. speed to zero)

Dimensions approx. (cm) 59x47x35

Weight approx. (Kg) 32 page

* Check rotors chart [107]

m GNP - Accessories “nhil:n

© CHART 6: ‘Adapters for Multibas+ centrifuge’

Code Description Max. speed RCF Model
Multibas+

GNPOO1  Bottles with cap PP - - I:l

GNP002  Rotor for 4 bottles 5000 rpm 2120 g O

with cap of 250 mL

GNP003  Adapter set for 4 plastic tubes 5000 rpm 4600 g O
of 100 mL
GNPOO4  Adapter set for 4 tubes 5000 rpm 4980 g I:l

Falcon type of 50 mL

GNPOO5  Adapter set for 8 tubes 4000 rpm 3040 ¢g I:l
Falcon type of 50 mL

GNPOO6  Adapter set for 24 tubes 4000 rpm 3040 g I:I
Falcon type of 15 mL

GNPOO7  Adapter set for 32 tubes 4000 rpm 3040 g I:l
Falcon type of 15 mL

m = Accesories incluided with indicated item D = Accesories compatible with indicated item
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CENTRIFUGES - [GN] high capacity

ﬂ GNP - Accessories “nhil:n

© CHART 6: ‘Adapters for Multibas+ centrifuge’

Code Descripcion Max. speed RCF Model
Multibas+
GNPO0O8  Adapter set for 48 tubes 4000 rpm 3040 g I:l
for blood extraction 7 mL
Dimensions 13x100 mm
GNPO09  Adapter set for 72 tubes 4000 rpm 3040 ¢g I:l
for blood extraction 7 mL
Dimensions 12x75 mm
GNPO10  Swing-out rotor 4 microtiter plates 3500 rpm 2120 g |:|
|I| = Accesories incluided with indicated item I:l = Accesories compatible with indicated item
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