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P - filtration and separation
K - measuring instruments
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L - stirring

G - centrifuges

F -laboratory assemblies and tools

D - volumetry

TRADEMARKS:

[MB] Pipette CONtrollers ......cccueeveriiisirrreeessiisssssmmerneeesneenns
MBB - Manual controllers........ccoceuueeeeieeiiiiieiiiieeeiieeeenn,
MBD - Electronic controllers ...............

MBG - Controllers, accessories
MBJ - Pipette pumps ........cooeveeeviiiiieeens
MBL - Rubber fillers/teats..........cceuuieeeeiiiiiiiiieeiiiiiiieees

[MD] Bottle-top diSPENSErS ...ccecuveeiuveriureeiiiaeieeeeseeaeeeeseeenas
MDD - Adjustable volume...
MDJ - Accessories ............

[MG] Micropipettes........ccceueennn.
MGB - Adjustable volume........ccoovvieeeiiiiiiiiee e
MGD - Fixed VOIUME ..ccovvviiieieeeeeiee e
MGG - Multichannel .........
MGJ - Repeater pipettes........
MGM - Electronic pipettes
MGT = SEANAS....evverriiriiiriiiieiii e

[MJ] Tips and other consumables..........ccccevviviicenmmeeneennninnnns
MIB - 10 pleeeeiiiiiiiieeeeee
MJJ - 200 pl ......
MJN - 1000 pl ...
MJQ - 2/5/10 ml
MJV - Syringes for repeater pipettes

LENDO

JENDO

“nhitn

C - beakers, flasks and other container

B - general use
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LIQUID HANDLIG - [MB] pipette controllers

ﬂ MBB - Manual controllers

© Manual controllers DIGIPETTE

1| Ergonomic, lightweight and easy to handle with one hand.
2| Glass and plastic pipettes from 0.1mL up to 100mL.

3| Button for expulsion of the last residual fluid.

4| PTFE hydrophobic filter to protect the internal mechanism.

Referencia Color
MBBOO1 White
MBB002 Blue
MBB003 Red
MBB0O04 Green
m MBD - Electronic controllers
© Electronic controller DIGIPETTE
1| Po-

werful, lightweight and ergonomic instrument .

2| Glass and plastic pipettes from 0.1 mL up to 100 mL.
\ 3| Double protection against fluid penetration by safety valve and PTFE hydrophobic
filters (0.2um y 0.45um).
4| Rechargeable batteries for 8 hours of continuous use with low charge indicator.
5] Includes desktop stand and wall mounting stands with screw.

I
gy Firry

Wall mounting Desktop stand

Referencia Description
MBDO002 Digipette electronic controller

MBG - Controllers, accessories

© CHART 1: ‘Digipette electronical controller, accessories’

Code Description Model
Manual y electrénico Digipett

MBGOO8  PTFE filter 0.45 um O
Tephlon, external diameter: 29 mm

m = Accessories incluido with indicated item D = Accessories compatible with indicated item
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[MB] pipette controllers - LIQUID HANDLING

m MBJ - Pipette pumps
© Pipette pumps DIGIPETTE

1| For glass and plastic pipettes.
2| One hand easy operation. With colour code.

Code Capacity Colour p—
MBJOO7 Upto2 mL Blue -
MBJO08 Upto 10 mL Green ‘
MBJO09 Up to 25 mL Red
| © | MBL - Rubber fillers and teats
O Dummy teat |ENDO _
1| Made of latex, for glass Pasteur pipettes. (
Code Description
MBLO13 Dummy tea
O Rubber teat |ENDO :
1| For glass Pasteur pipettes.
Code Description For pipettes
MBLO14 Soft rubber Pasteur, glass page
MBLO15 Hard rubber Pasteur, glass [207]
MBLO16 Rubber Up to bmL
MBLO17 Rubber Up to 10mL
MBLO18 Rubber Up to 15mL
O Pipette fillers with 3 valves |ENDO
Referencia Color Para pipetas
MBLO19 Red Upto 10 mL
MBL020 Green Up to 100 mL
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LIQUID HANDLIG - [MD] bottle-top dispensers - [MG] micropipettes

m MDD - Adjustable volume

© Bottle dispenser, Dosyproof DIGIPETTE

1| Soft, comfortable and effective dispensing.
2| Wide chemical compatibility.
3| Autoclavable: these dispenser are resistant to steam sterilization up to 121° C
and 2 bar (15 psi) for about 20 minutes.
‘ 4| Easy maintenance and cleaning: the disassembly /assembly is simple with a limi-
‘ ted numbre of well-assembled parts.

1
3 Code Volume range Graduation Precision
MDDO0O01 0.5-5.0 mL 0.1 mL +25 uL
A". MDDO002 1.0-10.0 mL 0.2 mL +50 uL
) MDDO003 2.5-25.0 mL 0.5 mL +125 uL
( MDD004 5.0-50.0 mL 1.0 mL +250 uL
ﬂ MDJ - Accessories
© CHART 3: ‘Dosyproof bottle dispenser, accessorie Model
Dosyproof
Code Description (4}
g MDJ052 Thread adapter S 40 45/40 mm |
MDJO53 Thread adapter GL38 45/38 mm I:l
g Q MDJ0O54 Thread adapter GL32 45/32 mm I:l
MDJ0O55 Thread adapter GL28 32/28 mm
MDJ056 Thread adapter GL25 32/25 mm O]
Code Description
\ MDJ0O57 Supply tube |
Code Description
MDJO58 Dispenser tube I:l
IIl = Accessory incluided with indicated items I:l = Accessory compatible with indicated items
| O | MGB - Adjustable volume
© Pipetas ‘ECO’ DIGIPETTE

1| Especially useful for educational purpose. Robust and resistant design for intensive use.
2| Wide digits display for easy volume selection. With re-calibration mechanism.

4 Code Vol. range (uL) Test Vol. (uL)  Accuracy (%) Precision (%)
' MGBO19 0.2-2 0,2 +1.5 <10
2 +2.0 <1
MGB020 1-10 1 +4.0 <2
10 +1.2 <0.7
{ ) MGB021 2-20 2 +5.0 <3
20 +2.5 <0.8
v MGB022 20-100 20 +3.7 <1.2
100 +1.9 <0.4
MGB023 50-200 50 +2.0 <1.0
_ 200 +1.0 =04
) MGB024 100-1000 100 +1.5 < 0.6
/ 1000 +1.0 =0.3
MGB025 1000-5000 1000 +1.5 < 0.6
5000 +0.8 0.3
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[MG] micropipettes - LIQUID HANDLING

m MGB - Adjustable volume

© Adjustable volume. Autoclavables micropipette DIGIPETTE

1| Ergonomic and light design to reduce effort and avoid fatigue during long working
periods.

2| Fully autoclavable.

3| “Clik-stop” mechanism of volumen selection that ensures accurate dispensing of
the liquid.

4| Easy identification by color code.

5| Calibration report according to ISO8655 included with each pipette.

Code Vol. range (uL) Resolution (uL) Test Vol. (uL) Inaccuracy (%) Imprecission (%)
MGB001 0.1-2.5 0.01 0.25 12 6
2.5 2.5 1.6
MGB002 0.5-10 0.1 1 2.5 1.5
10 1 0.8
MGB003  2-20 0.1 2 3 2
20 0.9 0.4
MGB004  5-50 0.5 5 2 2
50 0.6 0.3
MGB005 10-100 0.5 10 3 1.5
100 0.8 0.15
MGB006  20-200 1 20 2 0.8
200 0.6 0.15
MGB007 100-1000 5 100 2 0.7
1000 0.6 0.2
MGB0O08  500-5000 50 500 2 0.6
5000 0.5 0.2
MGB009* 500-10000 100 500 3 0.6
10000 0.6 0.2

* sin eyector de punta; eyeccion manual

m MGD - Fixed volume

© Autoclavables micropipette DIGIPETTE

1| Ergonomic and light design to reduce effort and avoid fatigue during long working
periods.

2| Fully autoclavable.

3| Easy identification by color code.

4| Calibration report according to ISO8655 included with each pipette.

Code Vol. Test Innacuracy (=) Imprecision (=)
MGDO01 10 ul 10 ul 0.8 % 0.8 %
MGDO002 20 ul 20 ul 0.6 % 0.5 %
MGDOO03 25 ul 25 ul 0.5 % 0.3%
MGDO04 50 ul 50 ul 0.5 % 0.3%
MGDO05 100 ul 100 ul 0.5 % 0.3%
MGDO06 200 ul 200 ul 0.4 % 0.2 %
MGDO07 500 ul 500 ul 0.3% 0.2 %
MGDO08 1000 ul 1000 ul 0.3% 0.15%
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LIQUID HANDLIG - [MG] micropipettes

m MGG - Multichannel

© Autoclavable micropipette DIGIPETTE

1| Widely used in immunology, biochemistry, clinical diagnosis and food analysis.
2| Suitable for handling microtiter plates in dilution processes and washing steps,
among others.

3| Multichannel volumetric module can rotate 360° to work in the best working position.
4| Easy identification by color code.

Code Vol. range Res. Test Vol. Innacuracy Imprecision
ul ul pl (£) % (%) %
8 channels
MGGO001 0.5-10 0.1 1 4 4
10 1.5 1.5
MGG002 5-50 0.5 5 3 2
50 1 0.7
MGGO003 10-100 1 10 1.5 1.5
100 1 0.5
MGG004 20-200 1 20 1.5 0.75
200 0.7 0.25
MGGO005 30-300 1 30 1.5 0.75
300 0.8 0.25
12 channels
MGGO006 0.5-10 0.1 1 4 4
10 1.5 1.5
MGGO007 5-50 0.5 5 3 2
50 1 0.7
MGGO008 10-100 1 10 1.5 1.5
100 1 0.5
MGGO009 20-200 1 20 1.5 0.75
200 0.7 0.25
MGGO10 30-300 1 30 1.5 0.75
300 0.8 0.25

m MGJ - Repeater pipettes

© Manual dispenser

1| Ideal for saving time and speeding up long seria Ipipetting operation.

2| Ergonomic designt that allows one-hand handling.

3| Suitable for all types of viscosities with guarantee of precision and accuracy .
4| Safe design to avoid pipette contamination or cross contamination.

Code Description
MGJOO1 Manual dispenser Digipette 10 - 5000 ul

m MGM - Electronicas

© Pipeta digital DosyPette DIGIPETTE

1| Functions of pipetting, mixing, stepper and dilution

2| High accuracy, high performance stepper motor assures precision and repeatability and
eliminates manual pipetting errors

3| Self calibration: connecting the pipette to a PC through the USB port the user can calibrate
the pipette by using the specific software..

4| Autoclavable low part.

5| Adjustable speeds for aspiration and dispensing

Code Volume Increments Vol. test Inexactitud Imprecision
(uL) (uL) (uL) (uL) % SD (uL) CV%
MGMO039 0.5-10 0.01 10 +0.10 +1.0 0.05 0.50
1 + 0.03 +35 0.03 3.00
MGM040 5-50 0.1 50 + 0.40 + 0.80 0.15 0.30
5 + 0.15 + 3.00 0.12 2.50
MGMO041 30-300 1 300 +1.80 + 0.60 0.60 0.20
30 + 0.9 + 3.00 0.21 0.70
MGM042 100-1000 5 1000 + 6.00 + 0.60 2.00 0.20
100 + 3.00 + 3.00 0.60 0.60
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[MJ] tips and other consumables - [MG] micropipettes - LIQUID HANDLING

m MGT - Stands

O Stands DIGIPETTE

1| MAde of acrylic. Allows up to 6 automatic pipettes.

Code Deescription
MGTO01 Stand for 6 micropipettes

Olwe-ow

© Capacity 0.1 - 10 uL DIGIPETTE

1| Made of polypropylene, fully autoclavables.

Code Colour Pack
MJBO11 Neutral 1000 us. / bags

Ol oo

© Capacity 2 - 200 uL DIGIPETTE

1| Made of polypropylene, fully autoclavables.

Code Colour Pack
MJJO16 Yellow 1000 us. / bags

| O | MIN - 1000 L

© Capacity 1000 uL DIGIPETTE

1| Made of polypropylene, fully autoclavables.

Code Colour Pack
MJNO15 Blue 500
r.
| O Mua-2-5-10000 mL
O Capacidad 1000 - 5000 mL DIGIPETTE 4

1| Made of polypropylene, fully autoclavables.

Code Colour Pack
MJQO09 Blue 300 4
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LIQUID HANDLIG - [MJ] tips and other consumables

m MJV - Syringes for repeater pipettes

© Dispenser tip " "
ahita

Code Volume Range
MJVO17 0.5 ml 10-50 uL
MJV018 1.25 ml 25-125 uL
MJV019 2.5 ml 50-250 ulL
MJV020 5 ml 100-500 uL
MJVO21 12.5 ml 250-1250 uL
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1| Non-sterile unique-use tips made of hight quality plastic.

Accuracy
+0.9 %
+0.9 %
+0.8 %
+0.6 %
+0.4 %



